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910017A, $10018A
FRAOFESSIONAL LIFTING EQUIPMENT AlIR HYDRAULIC PUMP
£2551 Rev A 10/02 For Date Codes Beginning with the Letter "C"

NOTE: Storing the pump in the vertical position may

cause it to lose its prime. f pump loses its prime:

Remove cover,

Remaove relief valve.

Fill chamber with oil.

Replace relief valve. Apply Loctite 545 to threads and

torque to 10-12 ft-Ibs. [14-16 Nm].

5. Replace pump cover. Tighten fasteners according to
torquing sequence on Figure 1, page 2.
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Torgue to 17-19 in-lbs. [3 Nm] - 54
fighten using sequence shawn on
"Gasket Orientation Detail”

Both Sides - 111

The gasketis io be oriented with
this opening in the same corners
as the fill plug on the cover.

Sight glass location - 1,2

on resernvoir
51 — Gasket orientation detail and
cover screw lorguing sequence
121 - Torque to 17-19 in-lbs [2 Nm].
120 - Herns 120 and 121 shown in this view only,
for optional mig. bracket "B" designation.
Figure 1

Repair Parts List for Figure 1

ltem | Part Number |Qty. Description ltem | Part Number | Qty. Description
1 DA12288022 1 | Sight Glass 94 DA4849218 1 |Treadle
2 + B1908503 1 | O-ring g5 DA4236242 2 |Shoulder Screw
50 DC4323900SR | 1 Resenvoir, 2 L, Red 110 DA4296026 1 Model No. Decal
51 * DC4027167 1 Reservoir Gasket, 2 L 111 DA12087026 2 | Decal, Norco, 910017A
54 DA5938028 12 | Hi Lo Screw DA12068026 2 |Decal, Norco, 910018A
S0 DABE25116 1 | Muffler 120 DA5389111 1 Mounting Bracket
g1 DASB90098 1 | Muffler Cover 121 DAS5938028 4 | HilLo Screw
92 DC1523028 2 | Slotted Hex Washer Head Scr.




‘fomuste 15-20 -In. 55,

4 - places)

foroue to 25-30 bdn, tighten 4
uging sequUance shown on
"Gaskal Drenistion Satail

(19 - places)

56

Torgue to 15-20 Iin. Tighter using ssguance

{8 - paras}

54 shown on "(askel Crisntatino Detail.
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FERATVINT HOrI IDIUNG sequanta.
SCALE 14

Figure 2

Repair Parts List for Figure 2

ltem Part Number Qty. Description tem Part Number Gty Description
1 |DA11741025 1_ |2 Gallon reservoir 53 | B1221503 1 | 0-Ring
2 | DA11720037 1 | Reservoir Gasket Top Plate 54 | B2521028 8 | BHC Screw- .250-20x. 75 Ig.
3 |DA11730101 1 |Plale 55 | DC4487028 4 | Capscrew
4 |B2525028 10 |BHC Screw 56 | DC1063108 12 | Sealing Washer
5 |B1015066 14 | Washer, Lock, .250 57 | B1015066 4 | Lock Washer .250
6 _|B1001122 14 | Hex Nut (.250-20) 58 | B1001122 4 | Hex Nut (.250-20)
51 | DA7933167 1| Gasket 110 | DAG197028 4 | Screw
52 | DC460900SR 1 |Intake Tube

* ltems included in pump repair kit PAT1100K.







