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REPLACEMENT
PARTS

DESCRIPTIONCAPACITYMODEL NO.
MOTORCYCLE LIFT 
MOTORCYCLE LIFT
ATV LIFT 
ATV LIFT

1000 LBS.
1000 LBS.
750 LBS.
750 LBS.

777D
787D
877D
887D

30

25

28

24

26

19
35
36

19

16

17

20

15

10

10

7
12

1
13

14
6

33

33

31
21

23

37

27
29

24

28

22

29
18

27 2
34

32
32

3234

5

5

3

4

129

118
8

33
34

33

33

34

34

8

8

8

33
34

8



INDEX
NO. DESCRIPTION PART

NO.
REQ'D

NO.
Hand Grip
Upright Assembly
Pump Handle Grip for Model 777D
Pump Handle for Model 777D

Air/Hydraulic Jack 

Jack Base Assembly
Shoulder Bolt
Set Screw
Nut
Shoulder Bolt
Cotter Pin
Flat Washer
Allen Socket Cap Screw

295164
295165
295166
295167
295170
295175

295180
295168
295169
295171
295172
295157
295173
295137

2
1
1
1
1
1

1
1
6
1
2
2
2
4

1
2
3
4
5
5

6
7
8
9

10
11
12
13

Hex. Nut
Upper Guide Arm

Lift Arm
Lift Assembly
Detent Pin

295138
295139

295141
295185
295142

4
2

2
1
1

14
15

16
17
18

Lift Arm Rubber Pad
Lift Upright Rubber Pad

Flat Washer
Hex Hd. Bolt, GR. 5
Split Medium Lockwasher

295174
295176

295177
295146
295147

2
1

2
4
4

19
20

21
22
23

Leg for Models 777D & 787D
Linkage Bushing

Tie Down Assembly
Self-Locking Nut
Leg for Models 877D & 887D

295148
295159

295097
295178
295152

2
4

4
2
2

24
25

26
27
28

Flat Washer
Lift Arm for Models 877D & 887D

Wheel
Threaded Stud
Washer

295179
295091

295181
295182
295183

2
2

2
3
6

29
30

31
32
33

Nut
Button Head, Allen Socket Screw
Washer

295184
295186
295187

6
12
12

34
35
36

Axle 295188 137

Hydraulic Jack


